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ACCESSIBLE PARKING 
CBC §1129B 

 
 
ARRANGEMENT OF PARKING SPACE: 
 

 EACH LOT OR PARKING STRUCTURE WHERE PARKING IS PROVIDED FOR THE PUBLIC AS CLIENTS, 
GUESTS OR EMPLOYEES, SHALL PROVIDE ACCESSIBLE PARKING.  ACCESSIBLE PARKING SPACES 
SERVING A PARTICULAR BUILDING SHALL BE LOCATED ON THE SHORTEST ACCESSIBLE ROUTE OF 
TRAVEL FROM ADJACENT PARKING TO AN ACCESSIBLE ENTRANCE.  IN PARKING FACILITIES THAT DO 
NOT SERVE A PARTICULAR BUILDING, ACCESSIBLE PARKING SHALL BE LOCATED ON THE SHORTEST 
ACCESSIBLE ROUTE OF TRAVEL TO AN ACCESSIBLE PEDESTRIAN ENTRANCE OF THE PARKING FACILITY.  
IN BUILDINGS WITH MULTIPLE ACCESSIBLE ENTRANCES WITH ADJACENT PARKING, ACCESSIBLE 
PARKING SPACES SHALL BE DISPERSED AND LOCATED CLOSEST TO THE ACCESSIBLE ENTRANCES. 

 

 IN EACH PARKING AREA.  A BUMPER OR CURB SHALL BE PROVIDED AND LOCATED TO PREVENT 
ENCROACHMENT OF CARS OVER THE REQUIRED WIDTH OF WALKWAYS.  ALSO, THE SPACE SHALL BE SO 
LOCATED THAT PERSONS WITH DISABILITIES ARE NOT COMPELLED TO WHEEL OR WALK BEHIND 
PARKED CARS OTHER THAN THEIR OWN.  PEDESTRIAN WAYS WHICH ARE ACCESSIBLE TO PERSONS 
WITH DISABILITIES SHALL BE PROVIDED FROM EACH SUCH PARKING SPACE TO RELATED FACILITIES, 
INCLUDING CURB CUTS OR RAMPS AS NEEDED.  RAMPS SHALL NOT ENCROACH INTO ANY ACCESSIBLE 
PARKING SPACE OR THE ADJACENT ACCESS AISLE. 

 

 SURFACE SLOPES OF ACCESSIBLE PARKING SPACES AND ACCESS AISLES SHALL BE THE MINIMUM 
POSSIBLE AND SHALL NOT EXCEED ONE UNIT VERTICAL IN 50 UNITS HORIZONTAL (2% SLOPE) IN ANY 
DIRECTION. 

 
PARKING SPACE SIZE: 
 

 WHERE SINGLE SPACES ARE PROVIDED, THEY SHALL BE 14’-0” WIDE AND LINED TO PROVIDE A 9’-0” 
PARKING AREA AND A 5’-0” LOADING AND UNLOADING AISLE ON THE PASSENGER SIDE OF THE VEHICLE. 

 

 WHEN MORE THAN ONE SPACE IS PROVIDED IN LIEU OF PROVIDING A 14’-0” WIDE SPACE FOR EACH 
PARKING SPACE, TWO SPACES CAN BE PROVIDED WITHIN A 23’-0” WIDE AREA LINED TO PROVIDE A 9’-0” 
PARKING AREA ON EACH SIDE OF A 5’-0” LOADING AND UNLOADING ACCESS AISLE IN THE CENTER  

 

 ONE IN EVERY EIGHT ACCESSIBLE SPACES, BUT NOT LESS THAN ONE, SHALL BE SERVED BY A LOADING 
AND UNLOADING ACCESS AISLE 8’-0” WIDE MINIMUM PLACED ON THE SIDE OPPOSITE THE DRIVER’S SIDE 
WHEN THE VEHICLE IS GOING FORWARD INTO THE PARKING SPACE AND SHALL BE DESIGNATED VAN 
ACCESSIBLE.  ALL SUCH SPACES MAY BE GROUPED ON ONE LEVEL OF A PARKING STRUCTURE. 



 

 THE LOADING AND UNLOADING ACCESS AISLE SHALL BE MARKED BY A BORDER PAINTED BLUE.  WITHIN 
THE BLUE BORDER, HATCHED LINES A MAXIMUM OF 36 INCHES ON CENTER SHALL BE PAINTED A COLOR 
CONTRASTING WITH THE PARKING SURFACE, PREFERABLY BLUE OR WHITE. 

 

 PARKING ACCESS AISLES SHALL BE PART OF AN ACCESSIBLE ROUTE OF TRAVEL TO THE BUILDING OR 
FACILITY ENTRANCE.  PARKED VEHICLE OVERHANGS SHALL NOT REDUCE THE CLEAR WIDTH OF AN 
ACCESSIBLE ROUTE. 

 

 THE MINIMUM LENGTH OF EACH PARKING SPACE, SHALL BE 18’-0”. 
 

 THE WORDS “NO PARKING” SHALL BE PAINTED ON THE GROUND WITHIN EACH 5’-0” OR 8’-0” LOADING 
AND UNLOADING ACCESS AISLE.  THIS NOTICE SHALL BE PAINTED IN WHITE LETTERS NO LESS THAN 12 
INCHES HIGH AND LOCATED SO THAT IT IS VISIBLE TO TRAFFIC ENFORCEMENT OFFICIALS. 

 
PARKING SPACE SIGNAGE: 
 

 EACH PARKING SPACE RESERVED FOR PERSONS WITH DISABILITIES SHALL BE IDENTIFIED BY A 
REFLECTORIZED SIGN PERMANENTLY POSTED IMMEDIATELY ADJACENT TO AND VISIBLE FROM EACH 
STALL OR SPACE, CONSISTING OF THE INTERNATIONAL SYMBOL OF ACCESSIBILITY IN WHITE ON A DARK 
BLUE BACKGROUND.  THE SIGN SHALL NOT BE SMALLER THAN 70 SQUARE INCHES IN AREA AND, WHEN 
IN A PATH OF TRAVEL, SHALL BE POSTED AT A MINIMUM HEIGHT OF 80 INCHES, MEASURED FROM THE 
BOTTOM OF THE SIGN TO THE PARKING SPACE FINISHED GRADE.  SIGNS MAY ALSO BE CENTERED ON 
THE WALL AT THE INTERIOR END OF THE PARKING SPACE.  AN ADDITIONAL SIGN OR ADDITIONAL 
LANGUAGE BELOW THE SYMBOL OF ACCESSIBILITY SHALL STATE “MINIMUM FINE $250”. 

 

 VAN ACCESSIBLE SPACES SHALL HAVE ADDITIONAL SIGN OR ADDITIONAL LANGUAGE STATING “VAN 
ACCESSIBLE” BELOW THE SYMBOL OF ACCESSIBILITY.  SIGNS IDENTIFYING ACCESSIBLE PARKING 
SPACES SHALL BE LOCATED SO THEY CANNOT BE OBSCURED BY A VEHICLE PARKED IN THE SPACE. 

 

 AN ADDITIONAL SIGN SHALL ALSO BE POSTED IN A CONSPICUOUS PLACE AT EACH ENTRANCE TO OFF-
STREET PARKING FACILITIES, OR IMMEDIATELY ADJACENT TO AND VISIBLE FROM EACH ACCESSIBLE 
STALL OR SPACE.  THE SIGN SHALL NOT BE LESS THAN 17 INCHES BY 22 INCHES IN SIZE WITH 1 INCH 
HIGH MINIMUM LETTERING WHICH CLEARLY AND CONSPICUOUSLY STATE THE FOLLOWING: 

 

UNAUTHORIZED VEHICLES PARKED IN DESIGNATED ACCESSIBLE SPACES NOT DISPLAYING 
DISTINGUISHING PLACARDS OR SPECIAL LICENSE PLATES ISSUED FOR PERSONS WITH DISABILITIES 
WILL BE TOWED AWAY AT THE OWNER’S EXPENSE. 

 TOWED VEHICLES MAY BE RECLAIMED AT**____________________________________________________ 
 OR BY TELEPHONING**_______________________________________________________________________ 
 

 **BLANK SPACES ARE TO BE FILLED IN WITH APPROPRIATE INFORMATION AS A PERMANENT PART OF THE SIGN. 
 
IN ADDITION TO THE ABOVE REQUIREMENTS, THE SURFACE OF EACH ACCESSIBLE PARKING SPACE OR 
STALL SHALL HAVE A SURFACE IDENTIFICATION DUPLICATING EITHER OF THE FOLLOWING SCHEMES: 
1. OUTLINE OR PAINT THE STALL OR SPACE IN BLUE AND OUTLINE ON THE GROUND IN THE STALL OR 

SPACE IN WHITE OR SUITABLE CONTRASTING COLOR A PROFILE VIEW DEPICTING A WHEELCHAIR WITH 
OCCUPANT: OR 

2. OUTLINE A PROFILE VIEW OF A WHEELCHAIR WITH OCCUPANT IN WHITE ON A BLUE BACKGROUND.  THE 
PROFILE VIEW SHALL BE LOCATED SO THAT IT IS VISIBLE TO A TRAFFIC ENFORCEMENT OFFICER WHEN 
A VEHICLE IS PROPERLY PARKED IN THE SPACE AND SHALL BE 36 INCHES HIGH BY 36 INCHES WIDE. 

 

                     
 
                  SYMBOL PROPORTIONS                                                                            DISPLAY CONDITIONS 


